	FRONT OF HOUSE BOARD:
	RAMSA WR SX-1/52 
WITH 48 MONO & 4 ST. INPUTS, 10 VCAS, 10 MUTE GROUPS, 10 MATRIX OUTS & 20 AUX/GROUP BUSSES. ¼” Balanced POINT TO POINT INSERT POINTS, ¼” BALANCED DIRECT OUTS. 3 RAMSA POWER SUPPLIES.

	SYSTEM DRIVE:
	XTA GQ-600 STEREO EQ, BSS 366 COMPACT PLUS DSP CROSSOVER. DESIGNED & INSTALLED BY CAL PERKINS 

CLEAR COM FOH to MONITOR. CAN RUN TO HOUSE LD.

	FX:
	LEXICON MPX-1 MULTI-FX, DYNACORD DRP-15 REVERB MULTI-FX , EVENTIDE H3000 HARMONIZER MULTI-FX, KLARK TECHNIC DN 780 DDL/REVERB, 2 DBX 160X COMPS, 4 DBX 903 COMPS, 5 DBX 904 GATES IN APHEX 9000R FRAME, APHEX DOMINATOR II COMPRESSOR/FREQUENCY LIMITER 

	WIRE:
	1 16X50’, (1) 10X60’, (1) 9X20’ XLR DROP SNAKES AVAILABLE. 32 CH.’S OF ASSORTED SIZE (6) CH. XLR LOOMS; RAMTECH 54 CH. HEADBOX W/ GND.LIFT & TRANSFORMER OUTS @ 30’ MON FAN & 75’ COURTESY FAN 1 16 CH. SUB SNAKE TO FOH. 50+ MIC. CORDS, VARIOUS INST/ PATCH CORDS & ADAPTORS. . 3 -STAGE SATELLITES. 1 24 CH. DROP, 1 16 CH DROP, 1 12 CH. DROP FOR STAGE WIRE.

	HOUSE SPEAKERS:
	3 WAY SYSTEM IN STEREO 

	SUBS:
	8 “PERKINS SPEC’D” SDS 1000 SUB CAB’S W/2 JBL 2242H 18” TRANSDUCERS EA. POWERED @ 4 OHMS W/4 CROWN MACRO TECH 3600 POWER AMPLIFIERS. 

	MID-HIGH PACKS:
	8 “PERKINS SPEC’D” SDS 2000 CAB’S LOADED W/2 TAD 1201 12” MID TRANSDUCERS & 1 TAD 4001 HIGH FREQUENCY 2” COMPRESSION DRIVERS, MOUNTED ON A NWS 340F 90 x 40 RADIAL HORN. POWERED @ 4 OHMS W/2 CROWN MACRO TECH 600 FOR HIGHS AND 4 MACRO TECH 2400 FOR MID’S 

	MONITOR CONSOLE:
	YAMAHA M3000-40 CONSOLE W/40 MONO & 4 STEREO INPUTS. 12 mono AUX GROUPS, 2 Stereo AUX GROUPS & 8 MATRIX OUTS. & 8 VCA’S

	SYSTEM DRIVE:
	8 MIXES W/ LA Audio 1/3 OCTAVE Graphics Equalizers & TDM CROSSOVERS. 2 SPARE channels 1/3 OCTAVE LA Audio Graphics, plus 1 FURMAN 1/3 OCTAVE EQ for DRUM SUB. NO COMPS/GATES/FX In MONITOR WORLD.

	WEDGES:
	8 SDS 200 ENCLOSURES W/ 2 JBL 12” LOW FREQUENCY TRANSDUCERS & 1 JBL 2” COMPRESSION DRIVERS, BI AMPED W/ CROWN MACRO TECH MA 600 & MA 1200 AMPLIFIERS. 1 IDENTICAL Listen WEDGE 

	DRUM BOX:
	2 JBL 2706 WEDGES W/ JBL 15” & JBL 2” COMPRESSION DRIVER, BIAMPED W/ CROWN MACRO TECH MA 600 & MA 1200 AMPLIFIERS  One Community Sound 4X15” Drum Sub, powered with 1 Crown Macro Tech mono Bridge

	SIDE FILLS:
	2 SDS 400SF FULL RANGE CABS W/ 1 TAD 4001 COMPRESSION DRIVER & 4 TAD 1601 15” LOW FREQUENCY TRANSDUCERS TRI AMPED W/ CROWN MACRO TECH MA600 @ HIGHS & 2 CARVER PX1450 @ LOWS 2 2-18” 650 Type Subs 1-per side 3 way BSS MiniDrive processing. Subs powered with Carver 2400.

	AC SYSTEM:
	(5) UPSTAGE 15 AMP QUAD DROPS. DOWNSTAGE (3) 15 AMP QUAD DROPS. (6) MISC 25’ EDISON QUAD DROP BOXES

	MICROPHONES:
	(7) BEYER M-88 MICS, (12) BEYER M-201 MICS, (6) SENNHEISER MD-421 MICS,(2) AUDIX D-6 MICS, (8) AUDIX 1-5, (2) AUDIX OM3 RF with Lav paks, (3) AUDIX F15 Condensers’, (1)AUDIX SX1  (8) Shure SM57’s, (6) SM58’s, (8) Audix OM5’s, (2) Beta 58’s, (1) Beta 57/w beta58 wind screen. (1) Shure Beta 52A, (1) Shure Beta 91. (4) Sennheiser 604’s.

Total of 72 mics

10 COUNTRYMAN ACTIVE DI BOXES 

2 PRO-CO Passive DI BOXES

1 2 Channel passive DI

	STANDS:
	20 TALL BOOMS, 10 MEDIUM BOOMS, 
15 SHORT BOOMS, 10 STRAIGHTS 


